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bulkhead minimizes the risk of the bal-
last penetrating the bulkhead in a col-
lision.

(c) Solid fixed ballast may not be re-
moved from a vessel or relocated un-
less approved by the cognizant OCMI
except that ballast may be temporarily
moved for a vessel examination or re-
pair if it is replaced to the satisfaction
of the OCMI.

(d) Water ballast, either as an active
system or permanent, must be ap-
proved by the Commanding Officer,
Marine Safety Center.
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Subpart A—General Provisions
§ 179.115 Applicability to existing ves-

sels.
An existing vessel must comply with

the subdivision, damage stability, and
watertight integrity regulations which
were applicable to the vessel on March
10, 1996, or, as an alternative, the vessel
may comply with the regulations in
this part.

Subpart B—Subdivision and
Damage Stability Requirements

§ 179.210 Collision bulkhead.
(a) A vessel of more than 19.8 meters

(65 feet) in length must have a collision
bulkhead.

(b) A vessel of not more than 19.8 me-
ters (65 feet) in length must have a col-
lision bulkhead if it:

(1) Carries more than 49 passengers;
(2) Operates on exposed waters;
(3) Is of more than 12.2 meters (40

feet) in length and operates on par-
tially protected waters; or

(4) Is constructed of wood on or after
March 11, 2001, and operates in cold
water.

(c) A double-ended ferry required to
have a collision bulkhead must have a
collision bulkhead at each end of the
vessel.

§ 179.212 Watertight bulkheads for
subdivision.

(a) A vessel of not more than 19.8 me-
ters (65 feet) in length must comply
with § 179.220 of this part if it:

(1) Carries more than 49 passengers;
or

(2) Is constructed of wood on or after
March 11, 2001, and operates in cold
water.

As an alternative, the above vessels
may comply with the intact stability
requirements of §§ 170.170, 170.173,
171.050 and 171.055 of this chapter, and
comply with the Type II subdivision re-
quirements of §§ 171.070 through 171.073
in subchapter S of this chapter.

(b) A vessel of more than 19.8 meters
(65 feet) in length must comply with
the Type II subdivision requirements of
§§ 171.070 through 171.073 in subchapter
S of this chapter.

(c) A vessel that carries more than 12
passengers on an international voyage
must meet the Type II subdivision re-
quirements of §§ 171.070 through 171.073
in subchapter S of this chapter.

§ 179.220 Location of watertight bulk-
heads for subdivision.

(a) The maximum distance between
adjacent main transverse watertight
bulkheads on a vessel, required by
§ 179.212(a) of this part to comply with
this section, must not be more than
the smaller of the following:
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